
PROFLOOR™ / TDS282

1 Product Name

PROFLOOR™

2 Manufacturer

Custom Building Products

Technical Services

10400 Pioneer Boulevard, Unit 3

Santa Fe Springs, CA 90670

Customer Support: 800-272-8786

Technical Services: 800-282-8786

Fax: 800- 200-7765

Email: contactus@cbpmail.net

custombuildingproducts.com

3 Product Description

Also known as an L Channel, this universal trim is most commonly

used for transitions where tile meets carpet or tile terminates,

protecting the tile edges from damage. It’s also useful on walls, steps,
countertops, decorative edging, and anywhere edge protection is

needed.

Material Options:

Aluminum

Brass

Stainless steel

PVC

Benefits of Product in the Installation

Easy to fit and adjust on-site

Protects the edges of adjacent floor coverings

Suitable for a variety of floor covering heights

Limitations to the Product

Aluminum, brass and PVC profiles are for use in interior applications

only. Stainless steel profiles may be used in exterior applications.

Consult CUSTOM technical services for installations in areas where

harsh chemicals may be used.

Contact CUSTOM technical services for installations in pools and water

features.

Ambient temperature, surfaces and materials should be maintained at

a temperature between 50° F (10° C) and 95° F (35° C) during

application.

4 Technical Data

Technical Chart

All PROFLOOR square-edged profiles have a length of 8' 2-1/2" (2.5

m).

Material/Finish Height

Brass 3/16" - 7/8" (4.5 - 22.5 mm)

PVC 1/4" - 1/2" (6 - 12.5 mm)

Aluminum 1/4" - 1/2" (6 - 12.5 mm)

Stainless Steel 1/4" - 1/2" (6 - 12.5 mm)

Environmental Consideration

Custom® Building Products is committed to
environmental responsibility in both products produced and in

manufacturing practices. Use of this product can contribute towards

LEED® v3 certification:

Up to 1 point towards IEQ Credit 4.3, Low-Emitting Materials - Flooring

Systems

5 Instructions

Application of Product

Measure the thickness of the tile tile thickness to make sure that the

profile will provide proper protection; the upper edge of the profile

must always be at the same height or lower (up to 1/32" lower) than

the adjacent tile edges. Check the profile for damage – use only
undamaged profiles. Use suitable clamps, saws or cutting devices as

well as personal protective equipment for cutting and deburring the

profile.

Spread thin-set mortar on the substrate where the profile is to be

placed with a notched trowel. Place the stamped fitting strip of the

profile into the thin-set mortar and align with the predetermined edge,

then cover stamped fitting strip completely with additional thin-set

mortar. Make sure to embed the profile in fresh setting material;

retrowel or refresh if it has skimmed over prior to the installation of

the profile. The tile adjacent to the fitting strip must be placed so it is

completely embedded into the thin-set mortar over the stamped fitting

strip. The tile should be even or slightly above the edge of the profile.

The space between the profile and adjacent tile should be 1/16" - 1/8"

wide. Make sure that the joint between the floor covering and the

profile is completely filled with grout.

Clean away any mortar or grout residue from the sides of the profile

immediately, using clean water and a non-abrading sponge pad or

cloth. Do not allow the mortar or grout to dry on the surface of the

profile.

PROFLOOR™

Published Date: 10/26/2016

http://www.custombuildingproducts.com


PROFLOOR™ / TDS282

Storage

Store in a cool dry area.  Protect from damage that may bend or twist

the profile.

Conformance to Building Codes

Installation must comply with the requirements of all applicable local,

state and federal code jurisdictions.

6 Availability & Cost

Material/Finish Color Item Code Size

Aluminum Plain

Aluminum

13050U 3/16" (4.5 mm)

13100U 1/4" (6 mm)

13200U 5/16" (8 mm)

13300U 3/8" (10 mm)

13400U 1/2" (12 mm)

13500U 9/16" (15 mm)

13600U 11/16" (17.5 mm)

13700U 3/4" (20 mm)

13800U 7/8" (22.5 mm)

Material/Finish Color Item Code Size

Anodized

Aluminum

Brass Satin 13113U 1/4" (6 mm)

13213U 5/16" (8 mm)

13313U 3/8" (10 mm)

13413U 1/2" (12 mm)

Brass Shiny 13167U 1/4" (6 mm)

13267U 5/16" (8 mm)

13367U 3/8" (10 mm)

13467U 1/2" (12 mm)

Bronze Satin 13122U 1/4" (6 mm)

13222U 5/16" (8 mm)

13322U 3/8" (10 mm)

13490U 1/2" (12 mm)

Silver Satin 13190U 1/4" (6 mm)

13290U 5/16" (8 mm)

13390U 3/8" (10 mm)

13490U 1/2" (12 mm)

Silver Shiny 13160U 1/4" (6 mm)

13260U 5/16" (8 mm)

13360U 3/8" (10 mm)

13560U 1/2" (12 mm)

Stainless

Steel Satin

13114U 1/4" (6 mm)

13214U 5/16" (8 mm)

13314U 3/8" (10 mm)

13414U 1/2" (12 mm)

Stainless

Steel Shiny

13164U 1/4" (6 mm)

13264U 5/16" (8 mm)

13364U 3/8" (10 mm)

13464U 1/2" (12 mm)

Stainless Steel Shiny 14050U 3/16" (4.5 mm)

14100U 1/4" (6 mm)

14200U 5/16" (8 mm)

14300U 3/8" (10 mm)

14400U 1/2" (12 mm)

14500U 9/16" (15 mm)

14600U 11/16" (17.5 mm)

14700U 3/4" (20 mm)

14800U 7/8" (22.5 mm)

Brushed 14116U 1/4" (6 mm)

14216U 5/16" (8 mm)

14316U 3/8" (10 mm)

14416U 1/2" (12 mm)
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Material/Finish Color Item Code Size

Solid Brass Brass 12050U 3/16" (4.5 mm)

12100U 1/4" (6 mm)

12200U 5/16" (8 mm)

12300U 3/8" (10 mm)

12400U 1/2" (12 mm)

12500U 9/16" (15 mm)

12600U 11/16" (17.5

mm)

12700U 3/4" (20 mm)

12800U 7/8" (22.5 mm)

Coated

Aluminum

Black 13130U 1/4" (6 mm)

13230U 5/16" (8 mm)

13330U 3/8" (10 mm)

13430U 1/2" (12 mm)

White 13110U 1/4" (6 mm)

13210U 5/16" (8 mm)

13310U 3/8" (10 mm)

13410U 1/2" (12 mm)

PVC Black 11130U 1/4" (6 mm)

11230U 5/16" (8 mm)

11330U 3/8" (10 mm)

11430U 1/2" (12 mm)

Brilliant White 11110U 1/4" (6 mm)

11210U 5/16" (8 mm)

11310U 3/8" (10 mm)

11410U 1/2" (12 mm)

Manhattan

Gray

11131U 1/4" (6 mm)

11231U 5/16" (8 mm)

11331U 3/8" (10 mm)

11431U 1/2" (12 mm)

Pergamon 11111U 1/4" (6 mm)

11211U 5/16" (8 mm)

11311U 3/8" (10 mm)

11411U 1/2" (12 mm)

7 Product Warranty

Custom® Building Products warrants to the original consumer
purchaser that its product shall be free from defects in material and

workmanship under normal and proper usage for a period of one year

following the date of original purchase. Custom's® sole liability under
this warranty shall be limited to the replacement of the product. Some

states, countries or territories do not allow the exclusion or limitation

of incidental or consequential damages, so the above limitation or

exclusion may not apply to you. This warranty will not extend to any

product which has been modified in any way or which has not been

used in accordance with Custom's® printed instructions. Custom®
makes no other warranties either expressed or implied. This warranty

gives you specific legal rights, and you may have other rights that vary

from state to state or from one country/territory to another.  This

warranty is not transferrable.

8 Product Maintenance

Use TileLab Grout and Tile Cleaner or Aqua Mix Concentrated Stone

and Tile Cleaner and a sponge or soft cleaning cloth to clean the

surface of the profile. Do not use abrasive cleaners, as they will

scratch the surface.

9 Technical Services Information

For technical assistance, contact Custom technical services at 800-282-

8786 or visit custombuildingproducts.com.

10 Filing System

Additional product information is available from the manufacturer upon

request.
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